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24” IPS technology panel with height adjustable stand and 100Hz refresh rate

Stylish edge-to-edge design makes the ProLite XUB2497HSU perfect for multi-monitor set-ups. The IPS panel technology
offers accurate and consistent colour reproduction with wide viewing angles. The 100Hz refresh rate together with
AdaptiveSync function provides an instant, tangible improvement in image smoothness. High contrast and brightness values
mean the monitor will provide excellent performance for photographic and web design. Equipped with speakers, USB 2.0 hub,
headphone socket, HDMI and DisplayPort connections, a blue light reducer function to reduce eye fatigue and an ergonomic
150mm height adjustable stand for optimal user comfort, make this 24” monitor a great choice for both multi-monitor
configuration and office applications.

Available also equipped with USB-C dock: XUB2497HSN-B2

K dispozici také in white : ProLite XUB2497HSU-W2

IPS TECHNOLOGY

Technologie IPS

A 100Hz refresh rate translates into increased IPS displays are best known for wide viewing angles and
smoothness of the image. This means that flickering is natural, highly accurate colours. They are especially
reduced and therefore eye fatigue is also less suited for colour-critical applications.

noticeable. The increased frequency also means
smoother transitions between contrasting colours,
smoother motion scenes in both movies and gaming,
and even reduced mouse cursor flickering.
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https://iiyama.com/cz_cs/produkty/prolite-xub2497hsn-b2/
https://iiyama.com/cz_cs/produkty/prolite-xub2497hsu-w2/

@ CHARAKTERISTIKA OBRAZU

Design

Uhloptiéka monitoru
Panel

Nativni rozliseni
Format obrazu

Jas

Kontrast

Pokrogéily kontrast
Cas rekace (MPRT)
Uhel sledovani
Barevna podpora
Horizontalfrequenz
Arbeitsflaiche H x B
Velikost bodu

Barva

3stranny bez okraju

23.8", 60.5cm

IPS Panel Technology LED s matnou povrchovou Upravou
1920 x 1080 @100Hz (2.1 megapixel Full HD)

16:9

300 cd/m?

1300:1

80M:1

1ms

horizontalni/vertikalni: 178°/ 178°, na parvo/na lefo: 89°/89°, nahoru/dold: 89°/89°
16.7mlIn (sRGB: 99%; NTSC: 72%)

30 - 110kHz

527 x 296.5mm, 20.7 x 11.7"

0.275mm

matna, ¢erna

@ ROZHRANI / KONEKTORY / OVLADANI

Vstupni porty

USB HUB
HDCP

Konektor pro sluchatka

@ VLASTNOST]

Redukce modrého svétla
Flicker Free LED
Adaptive Sync support
Extra

Jazyky OSD

Kontrolni tlacitka

Nastavitelné parametry

Reproduktory
Vyhoda

@ MECHANICKE GASTI

Upravy polohy
Vyskoveé nastavitelné
Otocny (Pivot)

Uhel otoéeni

Uhel naklonu

VESA

HDMI x1 (v.1.4)
DisplayPort x1 (v.1.2)

x2 (v. 2.0)
ano

ano

ano
ano

ano

i-Style colour

EN, DE, FR, ES, IT, RU, JP, CZ, NL, PL

Power, Menu, Up/Right/Volume, Down/Left/Submenu, Input/Exit

picture adjust (brightness, contrast, Eco, ACR, OD, MBR, Adaptive Sync), colour
settings (i-Style colour, blue light reducer, colour temp., user preset), OSD (OSD
H. position, OSD V. position, OSD rotate, OSD time), language, recall,
miscellanous (sharp and soft, video mode adjust, opening logo, RGB range, LED,
display information), input select, audio settings (volume, mute)

2x2W

Kensington-lock™ pfipraven, DDC/CI, DDC2B, Mac OSX

vyska, swivel, ndklon, Pivot (rotace na obé strany)
150mm

90°

90°; 45 ° na lefo; 45° na parvo

23° nahoru; 5° doll

100 x 100mm
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Systém spravy kabelt

@ ZAHRNUTE PRISLUSENSTVI

Kabely

Ostatni

@ POWER-MANAGEMENT

Napajeci zdroj:
Napajeni

Odbér energie:

@ UDRZITELNOST
Predpisy

Energeticka tfida (Regulation (EU) 2017/1369)
EPEAT Silver
REACH SVHC

@ ROZMERY / HMOTNOST

Rozméry vyrobku $ x V x D
Rozméry baleni S x V x D
Vaha (bez baleni)

Vaha (s balenim)

EAN code

ano

napajeci, HDMI, DP

uzivatelsky manual, instrukce bezpecnosti

interni
AC 100 - 240V, 50/60Hz
19W typisch, 0.5W odpocinek, 0.3W vypnuty

TCO Certified, CE, TUV-GS, EAC, VCCI-B, PSE, RoHS support, ErP, WEEE,
REACH, UKCA

E
*registration varies by country, go to www.epeat.net for details

nad 0.1% olova

538.5 x 350 (500) x 209.5mm
685 x 405 x 126mm

4.9kg

6.9kg

4948570125050
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VSechny ochranné znamky jsou registrovany a chranény. Viyhrazené pravo na zmény. Veskeré ploché panely LCD splriuji normu ISO-9241-307:2008
v oblasti poctu vadnych pixeld.
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