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27 4K IPS technology panel with RJ45 (LAN), KVM Switch and USB-C Dock with 96W
power delivery

Discover the XUB2797UHSNP, a 27" 4K IPS panel equipped with USB-C dock (96W PD), KVM switch, and RJ45 for LAN
connectivity. The KVM switch allows to connect multiple computers through a single console. Get rid of cable clutter with the
USB-C dock that carries all data (audio and video) whilst powering your notebook. Easily extend your desktop by creating a
dual-monitor set-up with the DisplayPort output. Enjoy accurate colours and wide viewing angles thanks to the IPS panel.
Benefit from exceptional performance for tasks like photography and web design, thanks to the 4K resolution and high
contrast. The ergonomic stand offers a height adjustment of 150mm and tilt/swivel mechanisms for portrait mode, optimizing
comfort while working with extensive data sheets

USB-C aljzat KVM SWITCH

Az aljzat segitségével egyetlen kabellel csatlakoztathatja
laptopjat a monitorhoz, igy biztositva annak feltéltését
ugy, hogy a vezetékes halézathoz csatlakozik, valamint
a laptopbol érkezd jelnek a monitorra valé eljuttatasat. A
DisplayPort (MST) kimenethez egy masodik monitor is
csatlakoztathato, igy tébbmonitoros dsszeallitast hozhat
létre. Tovabbi USB-portokkal pedig az egér, a
billentylizet vagy a webkamera is csatlakoztathaté a
monitorhoz. Mindez egyetlen kabelnek kdszénhetd,
amely a laptopot* a monitor USB-C aljzatahoz kéti.

* A funkcidk a laptop USB-C tédmogatasatol fliggéen
valtozhatnak.
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@ KIJELZO JELLEMZOI

Design

Atlé

Panel

Nativ felbontas
Képarany

Fényeré

Statikus kontraszt
Specialis kontraszt
Valaszidé (GTG)
Latotér

Szin tAmogatas
Horizontalis szinkronizalas
Lathato teriilet Sz x M
Pixel magassag

Szin

ultra slim

27", 68.5cm

IPS Panel Technology LED, matte finish
3840 x 2160 @60Hz (8.3 megapixel 4K UHD)
16:9

350 cd/m?

1300:1

80M:1

4ms

horizontalis/vertikalis: 178°/178°, jobb/bal: 89°/89°, fel/le: 89°/89°
1.07B 8bit+FRC (SRGB: 99%; NTSC: 72%)
30 - 140kHz

596.7 x 335.7mm, 23.5 x 13.2"

0.155mm

matt, fekete

@ INTERFESZEK / CSATLAKOZOK / VEZERLOK

Jelbemenet

Jel kimenet

USB HUB

USB-C DOCK

HDCP

Hangsz6ro csatlakozé

RJ45 (LAN)

@ JELLEMZOK

KVM switch
Kékfény csokkentés
Villogasmentes
Extra

OSD nyelvek

Vezérl6gombok

Felhasznaloi vezérlok

Hangszo6rok

Kényelem

@ MECHANIKUS

Kijelz6 helyzetének beallitasai

HDMI x1 (v.2.0)
DisplayPort x1 (v.1.2)
USB-C x1 (PD 96W)

DisplayPort x1 (Daisy Chain MST max. 2560 x 1440)

x4 (3x v.3.2 Gen 1 (5Gbps, 4.5W) 1x Type C (5Gbps, 15W))

x1 (Power delivery 96W, LAN, DP out, USB v.3.2 (Gen 1, 5Gbit))
igen

igen

x1

igen

igen

igen

i-Style colour

EN, DE, FR, ES, IT, RU, JP, CZ, NL, PL

Joystick/Power: Up/Input Select, Down, Right/Volume/Mute, Left/Submenu /
Shortcut, Input / Exit

picture adjust (brightness, contrast, Eco, ACR, OD, X-Res Technology, DPS),
colour settings (6-Axis, i-Style colour, blue light reducer, gamma, RGB range,
colour temp., user preset), PiP/PbP (sub source, PiP position, PiP size, swap),
OSD (OSD H. position, OSD V. position, OSD rotate, OSD time, OSD
background, DDC/CI, display information), language, recall, miscellanous (sharp
and soft, video mode adjust, opening logo, LED, USB BC, MST, USB C , MAC
Adress), KVM, input select (source), audio settings (volume, mute, input)

2x2W
Kensington-lock™ el6készitve, DDC/CI, DDC2B

magassag, forgathatd, billenthetd, forgathaté (forgatas mindkét oldalra)
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Magassag beallitasa

Forgatas (PIVOT funkcio6 - portré méd)
Forgo allvany

Hajlasszog

VESA allvany

Kabelkezel6 rendszer

@ TARTOZEKOKAT TARTALMAZZA

Kabelek

Egyéb

@ ENERGIAGAZDALKODAS

Tapegység
Aramellatas
Energiafogyasztas

Aramfogyasztas

@ FENNTARTHATOSAG
Eléirasok
Energiahatékonysagi osztaly ((EU) 2017/1369
rendelet)

EPEAT Ezist
REACH SVHC

@ MERETEK / SULY

Termék méretei Szx Hx M
Doboz mértei Sz x Hx M
Suly (doboz nélkiil)

Suly (dobozzal)

EAN kod

150mm

90°

90°; 45° bal; 45° jobb
23° fel; 5° le

100 x 100mm

igen

aramellatas, USB, HDMI, DP, USB-C

gyors lzembe helyezési Utmutatd, biztonsagi utmutatéd

belsd

AC 100 - 240V, 50/60Hz

33W jellemzd, 0.5W készenlét, 0.3W kikapcsolva
0.5W készenlét

TCO Certified, CE, TUV-GS, EAC, VCCI-B, PSE, RoHS tamogatés, ErP, WEEE,

HATOTAVOLSAG, UKCA
F

*registration varies by country, go to www.epeat.net for details

0,1% felett: Vezet

614.5 x 397.5 (547.5) x 209.5mm
688 x 463 x 138mm

6.7kg

9.2kg

4948570123810
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All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241-

307:2008 in connection with pixel defects.
© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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