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27” WQHD IPS technology panel with USB hub and 100Hz refresh rate

Stylish edge-to-edge design ProLite XUB2792QSU offering WQHD (2560 x 1440) resolution is perfect for multi-monitor set-
ups. The IPS panel technology offers accurate and consistent colour reproduction with wide viewing angles. The 100Hz refresh
rate together with AdaptiveSync function provides an instant, tangible improvement in image smoothness. High contrast and
brightness values mean the monitor will provide excellent performance for photographic and web design. Equipped with
speakers, 2 port USB 3.2, headphone socket, HDMI and DisplayPort connections, a blue light reducer function and an
ergonomic 150mm height adjustable stand to reduce eye fatigue for optimal user comfort, make this 27” monitor a great choice
for both home and office applications.

Szintén elérhetd rogzitett allvannyal : ProLite XU2792QSU-B6 (2560x1440) , ProLite XU2792UHSU-B6 (3840x2160) és fehér
szinben : ProLite XUB2792QSU-W6
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https://iiyama.com/hu_hu/products/prolite-xu2792qsu-b6/
https://iiyama.com/hu_hu/products/prolite-xu2792uhsu-b6/
https://iiyama.com/hu_hu/products/prolite-xub2792qsu-w6/

@ KIJELZO JELLEMZOI

Design

Atlé

Panel

Nativ felbontas
Képarany

Fényeré

Statikus kontraszt
Specialis kontraszt
Valaszidé (MPRT)
Latotér

Szin tAmogatas
Horizontalis szinkronizalas
Lathato teriilet Sz x M
Pixel magassag

Szin

3-side borderless

27", 68.5cm

IPS LED, matte finish

2560 x 1440 @100Hz (3.7 megapixel WQHD)
16:9

250 cd/m?

1300:1

80M:1

0.4ms

horizontalis/vertikalis: 178°/178°, jobb/bal: 89°/89°, fel/le: 89°/89°
16.7mlIn (sRGB: 99%, NTSC 72%)

30 - 147kHz

596.7 x 335.7mm, 23.5 x 13.2"

0.233mm

matt, fekete

@ INTERFESZEK / CSATLAKOZOK / VEZERLOK

Jelbemenet

USB HUB
HDCP

Hangszoro csatlakozo

@ JELLEMZOK

Kékfény csokkentés
Villogasmentes

Adaptive Sync tamogatas
Extra

OSD nyelvek
Vezérl6gombok

Felhasznaloi vezérl6k

Hangszo6rok

Kényelem

@ MECHANIKUS

Kijelz6 helyzetének beallitasai

Magassag beallitasa

Forgatas (PIVOT funkcio - portré méd)

Forgo allvany
Hajlasszog

VESA allvany

HDMI x1
DisplayPort x1

x4 (v. 3.2 (Gen 1, 5Gbit; DC5V, 900mA))
igen

igen

igen

igen

igen

i-Style colour

EN, DE, FR, ES, IT, PT, RU, JP, CZ, NL, PL

Signal Select / Exit, + / Volume, - / Eco +, Menu , Power

picture adjust (contrast, brightness, i-Style colour, ACR, Eco, OD, X-Res
technology), image settings (blue light reducer, sharp&soft, video mode adjust),
colour settings (gamma, 6-axis, colour temp.), audio settings (volume, mute), OSD
settings (OSD H. position, OSD V. position, OSD time, OSD rotate, language),
extral (MBR, AdaptiveSync, USB BC), extra2 (reset, DDC/CI, signal select, HDMI
range, opening logo, LED, information)

2x2W

Kensington-lock™ el6készitve, DDC2B, Mac OSX

magassag, forgathatd, billenthetd, forgathaté (forgatds mindkét oldalra)
150mm

90°

90°; 45° bal; 45° jobb

22° fel; 5° le

100 x 100mm
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Kabelkezel6 rendszer igen

@ TARTOZEKOKAT TARTALMAZZA

Kéabelek aramellatas, USB, HDMI, DP

Egyéb gyors lGzembe helyezési Utmutatd, biztonsagi Gtmutatd

@ ENERGIAGAZDALKODAS

Tapegység bels6

Aramellatas AC 100 - 240V, 50/60Hz

Energiafogyasztas 25W jellemzd, 0.5W készenlét, 0.3W kikapcsolva
Aramfogyasztas 0.5W készenlét

@ FENNTARTHATOSAG

ElGirasok TCO Certified, CE, TUV-Bauart, EAC, PSE, RoHS tamogatas, ErP, WEEE, VCCI,
HATOTAVOLSAG, UKCA

Energiahatékonysagi osztaly ((EU) 2017/1369 F

rendelet)
EPEAT XU2792HSU-B6, XU2792HSU-B6 A XUB2792QSU-B6, XUB2792QSU-B6 A
REACH SVHC 0,1% felett: Vezet

@ MERETEK / SULY

Termék méretei Szx Hx M 613.5 x 394 (544.5) x 209.5mm
Doboz mértei Sz x Hx M 690 x 455 x 168mm

Suly (doboz nélkiil) 6.1kg

Suly (dobozzal) 7.9kg

EAN kod 4948570122615

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241-
307:2008 in connection with pixel defects.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED

19.10.2024 06:52:30



